fr CIVIL ENGINEERING STRUCTURAL ENGINEERING LAND SURVEYING PROJECT MANAGEMENT ﬁ

GENERAL NOTES:

. CONTRACTOR MUST VISIT THE SITE 50 AS TO BE FAMILIAR WITH ALL EXISTING
CONDITIONS BEFORE SUBMITTING BID, BRING ANY QUESTIONS OR CONCERNS TO
THE ATTENTION OF THE ENGINEER FOR CLARIFICATION, FOR ADDENDUM PRIOR
TO BID OFENING. NO ALLOWANCES UILL BE MADE FOR CONDITIONS THAT ARE
CLEARLY VISIBLE.

2. CONTRACTOR SHALL WORK WITH CUNER ON SCHEDULING TO INSURE CONTINUED
USE OF THE BUILDING. NEITHER THE CONTRACTOR NOR ANY OF HIS PEOPLE
SHALL HAVE ACCESS TO THE BUILDING WITHOUT PRIOR AUTHORIZATION.

3. ALL SAFETY STANDARDS AND REQUIREMENTS ARE THE RESPONSIBILITY OF THE
CONTRACTOR

4. EXISTING ROOF PENETRATIONS WILL BE FLASHED AND PAINTED.

B. ALL EXISTING ROOF VENTS, MECHANICAL UNITS, ROOF HATCHES, ETC. UILL BE A
MINIMUM OF 12" ABOVE THE FINISHED ROOF.

0. ALL NEWMETAL WILL BE GALYANIZED OR PRE-FINISHED. CAULKING WILL BE
SAME COLOR AS METAL.
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7. BEFORE FABRICATION OF ANY SHEET METAL WORK, SUBMIT SHOP DRAWINGS TO
ENGINEER FOR REVIEW AND APPROVAL. ALL WORK TO CONFORM TO NRCA OR
SMACNA DETAILS AND REQUIREMENTS WHERE NOT SPECIFICALLY DETAILED —
OTHERWISE.

PAVEMENT AND ROOFING CONSULTANTS ® | ANDSCAPE ARCHITECTURE ® LAND PLANNING

8. COMPLY WITH ALL MANUFACTURER'S SPECIFICATIONS AND RECOMMENDATIONS.

9. CONTRACTOR RESPONSIBLE TO KEEP BUILDING WATERTIGHT AT ALL TIMES.
STARTING FROM NOTICE TO PROCEED TO SUBSTANTIAL COMPLETION ANY
DAMAGE TO THE BUILDING OR ITS CONTENTS WILL BE THE RESPONSIBILITY OF
THE CONTRACTOR

1. CONTRACTOR TO CHECK ALL MECHANICAL EQUIPMENT BEFORE DISCONNECTING
TO MAKE SURE THEY ARE OPERATING PROPERLY, CONTRACTOR 15 ALSO
RESPONSIBLE FOR UNITS TO BE IN COMPLETE OPERATING CONDITION AT THE
COMPLETION OF THE PROJECT. COORDINATE SHUTDOUN WITH USERS.
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Il. BEFORE ORDERING ANY MATERIALS, VERIFY ALL EXISTING CONDITIONS AND
DIMENSIONS. DO NOT SCALE DRAUINGS FOR QUANTITIES.

2. AT THE END OF CONSTRUCTION, CONTRACTOR 15 TO CLEAN OUT AND FLUSH ALL
ROOF DRAINS LINES TO MAKE SURE THEY ARE NOT PLUGGED AND ARE N
WORKING CONDITION.

SCOPE OF WORK:

COMPLETELY TEAR OFF EXISTING ROOFING STSTEMS DOUN TO EXISTING -
DECKING.

COMPLETELY REMOVE ABANDONED CURBS AND VENT PIPES. REPAIR HOLES
IN DECK AS REQUIRED.

CUT OFF AND REMOVE ALL REGLET FLASHINGS.

SALVAGE EXISTING SPEAKERS TO OUNER. REMOVE EXISTING GUY WIRE
HOOKS FROM ROCF.

REMOVE EXISTING ROOF TOP PENTHOUSE WHERE SHOUN ON ROOF PLAN.
REPAIR HOLES IN DECK AS REQUIRED.

IN ALL AREAS WITH CURBS / EQUIFMENT REMOVED INSTALL 2x4 LEDGE
Ve BOLTED INTO CONCRETE DECK  INSTALL 2x4 BRACES AT 12" OC. WITH 5/8"

PLYWOOD FLUSH WITH EXISTING DECK.
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FAMILY LIFE BUILDING
UTAH STATE UNIVERSITY
LOGAN, UTAH
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REMOVE AND INSTALL NEW ROOF HATCH. MAXAM METAL PRODUCTS MODEL:
RH $-1 OR APPROVED EQUAL.

{} ROOF PL AN REPLACE EXISTING CLAMP RINGS AND LEAF SCREENS ON ALL ROOF DRAINS.
<:| |> OEE DETAIL H/ABDI. FLASH ALL DRAINS AS PER MANUFACTURERS

SCALE: I' = 10'-0" SPECIFICATIONS.
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(® REMOVE AND REINSTALL EXISTING MECHANICAL UNITS AS REQUIRED TO
NORTH INSTALL NEW FLASHINGS. SEE DETAILS AdK/ASQI. INSTALL NEW 24 GA.
GALVANIZED METAL CAPS ON ALL CURBS WHERE REQUIRED.

[
|
>

J\, J

(@ INSTALL 1/8" TAPERED INSULATION WITH 122" COVERBOARD OVER METAL DECK REVISIONS
ON LOWER ROOF. TAPERED INSULATION MUST BE A MINIMUM OF 1" THICK TO REV.| DATE DESCRIPTION
LEGEND SPAN METAL DECK. INSTALL CRICKETS BETUWEEN ALL DRAINS AND FROM
PRAINS TO ROOF EDGES TO GET PROPER SLOPE TO DRAIN. CRICKETS TO
HAVE 112" PER FOOT SLOPE.

N

SLOPE

EXISTING ROOF DRAN (D INSTALL 1/4" TAPERED INSULATION WITH 172" COVERBOARD OVER CONCRETE
PECK ON CONNECTING ROOF. INSTALL CRICKETS BETUWEEN ALL DRAINS AND

VENT PIPES FROM DRAINS TO ROOF EDGES TO GET PROPER SLOPE TO DRAIN. CRICKETS PROJECTNO: 270288

VENTS TO HAVE 112" PER FOOT SLOFE. CAD DWG. FILE:  270288rplawy

MECHANICAL UNITS @ INSTALL 1/8" TAPERED INSULATION WITH 112" COVERBOARD OVER CONCRETE DRAWNBY:  MS
DECK ON UPPER ROOF. INSTALL CRICKETS BETWEEN ALL DRAINS AND FROM BUILDING #:
EXHAUST CURBS DRAINS TO ROOF EDGES TO GET PROPER SLOPE TO DRAIN. CRICKETS TO PROPERTY NO:

HAVE 172" PER FOOT SLOFE.
PENTHOUSE TO BE REMOVED CHECKEDBY: DLS

PENTHOUSE (® INSTALL NEW COLD APPLIED BUILT-UP GRAVEL ROOF PER SPECIFICATION | DATE: MAY 2007
INCLUDING ALL FLASHINGS. ALL DETAILS TO MEET MANUFACTURERS ~

——— RECOMMENDATIONS. sﬁEggi;E |
CONDENSING UNIT

@ INSTALL ALL NEW FLASHINGS AS PER MANUFACTURERS RECOMMENDATIONS. PLAN
ABANDONED CURBS TO BE REMOVED SEE SHEETS A5.01 AND AB22. FIELD VERIFY ALL EXISTING CONDITIONS.
A1.01

& | | | JIU s 1 or 2 y
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[ CLEAN ALL PARAPET STONE CAP JOINTS AND CAULK AND SEAL WATERTIGHT.

 S\2007Fies\270288\270288rpldwg Jun 12, 2007 - 2:58pm
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REMOVE AND REINSTALL UNIT

MATERIAL
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CONTINUOUS SEALING

MULTIPLE-PLY MEMBRANE
BASE FLASHING. FASTENERS
APPROX. 8" OC.

NEW FIBER CANTSTRIP

MULTIFLE-PLY COLD
PROCESS ROOF MEMBRANE

NEW TAPERED INSULATION
WITH 12" COVERBOARD

EXISTING DECKING

CURB DETAIL - AT MECH. UNIT

SCALE: I 12" = I'-@"

GASKETED FASTENERS

MULTIPLE-PLY MEMBRANE BASE
FLASHING. SEAL TOP OF FLASHING.
FASTENERS APPROX. 8" OC.

MULTIFLE-PLY COLD
PROCESS ROOF MEMBRANE
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NEW 24 GA. METAL PARAPET
CAP - COLOR BY OINER

CONTINUOUS HOLD DOUN
CLIP

EXISTING SHINGLE ROOFING
WITH BASE FLASHING TO BE
LEFT AS IS

=

112" COYERBOARD

NEW FIBER CANTSTRIP

NEW TAPERED INSULATION U/ A \; EXISTING DECKING

TRANSITION DETAIL

SCALE: 112" = I'-@"

NEW TAPPERED INSULATION
WITH 112" COYERBOARD

EXISTING PLYWOOD SHEATHING

PLUMBING VENT

®

TOP OF FLASHING CAPPED OR
ROLLED INTO PIPE APPROX. I"

PLUMBING VENT STACK

COLD PROCESS MEMBRANE
STRIPPING PLY FEATHERED AT
FIELD OF ROOF

MULTIPLE-PLY COLD PROCESS
ROOF MEMBRANE

SET FLANGE IN COMPATIBLE
ROOF CEMENT OR COMPATIBLE
SEALANT

SCALE: NTS.
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COUNTERFLASHING. USE MASONRY FASTENERS 4 12"
OC. CAULK AND SEAL WATERTIGHT. COLOR TO BE
SELECTED BY OUNER

¢ INSTALL NEW SURFACE MOUNTED METAL

FASTENERS APPROX. 8" OC.

MULTIPLE-PLY MEMBRANE BASE
FLASHING. SEAL TOP OF FLASHING.

NEW FIBER CANTSTRIP
NEW TAPERED INSULATION W/ 172" COVERBOARD

MULTIPLE-PLY COLD PROCESS
ROOF MEMBRANE

CRe0

8" MIN.

XRAR

¢ \ EXISTING DECKING

COUNTERFLASHING AT HIGH

WALL & BRICK ENCLOSURES

SCALE 3" - 1-0" B
NEW 24 GA. METAL PARAPET
CAP - COLOR BY OUNER GASKETED FASTENERS

_\FIELD VERFY

CONTINUOUS HOLD | | MULTIPLE-PLY MEMBRANE BASE
DON CLIP FLASHING. SEAL TOP OF FLASHING.

FASTENERS APPROX. &" OC.

I / FIBER CANTSTRIP

MULTIPLE-PLY COLD PROCESS
ROOF MEMBRANE

212"

NEW 2K —— /

EXISTING CONCRETE WALL ——
- NEW TAPERED INSULATION W/ 172"
COVERBOARD
PARAPET WALL
SCALE: 112" = I'-@" F
REMOVE AND REINSTALL UNIT

NEW 24 GA. GALVANIZED SHEET METAL CAP
GASKETED FASTENERS

MULTIPLE-PLY MEMBRANE
BASE FLASHING. FASTENERS
AFPPROX. 8" OC.

NEW FIBER CANTSTRIP

MULTIPLE-PLY COLD
PROCESS ROOF MEMBRANE
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NEW TAPERED INSULATION
WITH 172" COVERBOARD

EXISTING DECKING

SCALE: 112" = I'-0"

CURB DETAIL Q
K

REMOVE AND REINSTALL AS
REQUIRED

\ INSTALL GASKETED FASTENERS @
2" OC.

EXISTING CURB. EXTEND

MULTIPLE-PLY MEMBRANE BASE
FLASHING. SEAL TOP OF FLASHING.

CURB AS REQUIRED. NEW BASE FLASHING, SEE
SPECS, FOR NSTALLATION
E= NEW FIBER CANTSTRIP
o
009920 ORpses

I /
EXISTING DECK
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L NEW TAPPERED INSULATION
WITH 172" COYERBOARD

PENTHOUSE DETAIL Q
C

SCALE: 112" = |'-0"

24 GA. PRE-FINISHED 1" ——
METAL COLLAR

EXISTING CONCRETE WALL ——

SCUPPER

" MIN.

MULTIPLE-PLY MEMBRANE BASE
FLASHING. RUN UP OVER TOP OF
WALL AS PER MANUFACTURERS
SPECIFICATIONS

FIBER CANTSTRIP

' MULTIPLE-PLY COLD PROCESS

/ ROOF MEMBRANE

\—NEUJ TAPERED INSULATION W/ 172"
COYERBOARD

SCALE: 1 112" = |'-@"

/ EXISTING STONE CAP
INSTALL NEW SURFACE MOUNTED METAL

COUNTERFLASHING. USE MASONRY FASTENERS 4@
2" OC. CAULK AND SEAL WATERTIGHT. COLOR
TO BE SELECTED BY OUNER

EDGE DETAIL

FASTENERS APPROX. 8" OC.

MULTIPLE-PLY MEMBRANE BASE
FLASHING. SEAL TOP OF FLASHING.

NEW FIBER CANTSTRIP
NEW TAPERED INSULATION W/ 172" COVERBOARD

MULTIPLE-PLY COLD PROCESS
ROOF MEMBRANE

CReeD

BT X XX XX XXX XX

\ EXISTING DECKING

SCALE: 3" - I'-0"
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EXISTING BUILDING WALL . 2
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.. .. | — INSTALL NEW METAL FLASHING WITH Z 4wk
2" HOLD DOUN CLIPS AT 24" OC. | raoERs 0 1 OC ,<E : § E%
O —_—
MULTIPLE-PLY MEMBRANE BASE | '< £ 258
FLASHING. SEAL TOP OF FLASHING. INSTALL APPROPRIATE SEALANT | l_. . ggi
FASTENERS APPROX. 8" OC. AND TOOL TO FACILITATE WATER — 2 on0
\ RUN-OFF _Jz888
NEW TAPERED INSULATION W/ ™S LL] 1 Eo 8
112" COVERBOARD N\ T NEW 2x10 D 2 385
_ : Z( 10k
MULTIPLE-PLY COLD 2 3968
PROCESS ROOF MEMERANE N e = crt
x =
NEW FIBER CANTSTRIP EXISTING DECKING 2 2 5
O:
&
g
SCALE: 112" = 1-0" @
MULTIPLE-PLY FIBERGLASS FELTS J
W/ GRAVEL SURFACING, SEE r )
SPECIFICATION. MUILTIPLE MEMBRANE STRIPPING
PLIES FEATHERED AT FIELD OF
- RooF
DRAN STRANER
\ y
4 AY4& N
CLAMPING RING
ROOF DECK
30" SQUARE MINIMUM, 2 112 LB. TO 4
LB. LEAD OR I6 0. SOFT COPPER >
FLASHING SET ON FISHED ROOF IN ¢ i—
COMPATIBLE ROOF CEMENT, PRIME = D
TOP SURFACE BEFORE STRPPNG o eyt = 5
MEMBRANE FIELD PLIES, METAL = = -
FLASHING, AND STRIPPING PLIES — = =
ALLEXTEND WOER CLAMPNG RN (| R S| 5
NOTEZ m -
. DRAIN RING EXTENSIONS CANNOT BE USED. L LLI =
2. DRAIN SUMPS TO HAVE MAXIMUM SLOPE OF 2 INCHES PER FOOT. — = IT)
<L o
ROOF DRAIN =27
H — L
SCALE: NT5. <§: E
L —
|
L J N\ J
re EXISTING WALL ; YT <
MULTIFLE-PLY MEMBRANE BASE BT ST
FLASHING, SEAL TOP OF FLASHING. '
FASTENERS APPROX. 8" OC. INSTALL APPROPRIATE SEALANT A
JAN
MULTIPLE-PLY COLD AN
PROCESS ROOF MEMBRANE 24 GA. METAL FLASHING é
)
[ pRosEcTNO: 270288 )
\ NEW FIBER CANTSTRIP CADDMWG.FILE: 270288detdwy
i \ DRAWNBY:  MS
BUILDING #:
NEW TAPERED INSULATION W/ EXISTING DECKING
12" COVERBOARD PROPERTY NO:
CHECKEDBY: DLS
| DATE: MAY 2007 |
a SHEET TILE, ™)
DETAIL
SHEET
LOWER ROOF WALL DETAIL . )
SCALE: 112" = I-0" @ [ AS 01 )
[}
L s 2 ok 2
ROOFING CONSULTANTS 24
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FIBD
NEW 24 GA. METAL D_ (D 5990
- EXISTNG WALL PARAPET CAP - COLOR GASKETED FASTENERS l (I 103
MILTIPLE-FLY MEMBRANE BASE NEU 24 GA, METAL PARAFET BT OlNER FELD VERFY ) <52 :
FLASHING. SEAL TOP OF FLASHING. CAP - COLOR BY OUNER GASKETED FASTENERS GASKETED FASTENERS Kouw@
< 2w
FASTENERS APPROX. 8" OC. INSTALL APPROPRIATE SEALANT -<E Z 5 Exy
FIELD VERIFY 2506
CONTINUOUS HOLD ' | FIBER CANTSTRIP FIBER CANTSTRIP £ 258
MULTIPLE-PLY COLD DOUN CLIP \ ] J 58z
PROCESS ROOF MEMBRANE 3 MULTIPLE-PLY COLD PROCESS MULTIPLE-PLY COLD PROCESS [_' PN >
Z NEW 24 GA. METAL FLASHING - ROOF MEMBRANE CONTINUOUS HOLD ROOF MEMBRANE ._I <88
\ = NEU 24 GA TETAL P : DOUN CLIP J/ [1] D 2 E5f
A = 4 Z i 4 Z L 6 322
AN — NEWFIBER CANTSTRIP h 4 EXISTING COLUMN ~ Z 0 4
- - oY i
NEW TAPERED INSULATION U/ EXISTING DECKING EXISTING WALL MULTIPLE-PLY MEMBRANE BAGE EXISTING UALL MULTIPLE-PLY MEMBRANE BASE Z T
/2" COVERBOARD FLASHING. SEAL TOP OF FLASHING. FLASHING. SEAL TOP OF FLASHING. 2 . 2
NEW 2x4'6 FASTENERS APPROX. 8' OC. NEW 2x4'S FASTENERS APPROX. 8" OC. O < g
Z
i
| ] =
NEW TAPERED INSULATION NEW TAPERED INSULATION ( ) 2
W/ 112" COVERBAORD W 172" COVERBAORD o
SCALE- 112" = 12" @ SCALE- 112" = 1-0" @ SCALE- 112" = I-0" @
_J
a N
\L Y
4 AY4& N
S
O =
= gé
Qw
S=|
= <C
on = —
— -
LLl =
— = 2
<L o
> = —
—L
—5
L
—
. —4I\ J N\ J
[ REVISIONS )
REV.| DATE DESCRIPTION
JAN
JAN
YAN
JAN
O\ y
[ pRosECT NO: 270288 B
CAD DWG. FILE: 270288detdwg
DRAWNBY:  MS
BUILDING #:
PROPERTY NO:
CHECKEDBY: DLS
| DATE: MAY 2007 |
e SHEET TITLE; A
DETAIL
SHEET
AL Y
o N
AS.02
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